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Introduction

Overview

TheUniversal Press Recordetogram is part of the Wheel Shop Management System. It is used to
record and print mounting charts and to collect the manufacture data for componergswieelset

The Universal Press Recordecesses data from the databaseve via the TCP/IP protocol and works
with Microsoft Windows 7.

Layout

The Universal Press Recorder has a home screen where you can select options for mounting
components and system configuration. There menubar along thetop that displays the applation
copyright information and versionumber.

Interface

The dayto-day use is designed to be useih a touchscreenA keyboard and mousean also be used
for navigation and input
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System Requirements

This application has minimum system requirements as described below. These requirements must be
met in order for the application to operate as designed.

This application supports the following Microsoft Windows operating systems.

Windows 7 SP1 (x86 an64)

Windows Server 2008 R2 1%%64)
Windows Server 2008 SP2 (x86 and X64)
Windows Vista SP2 (x86 and x64)

=A =4 =4 =

The application requires the Micsoft .Net Framework 4.5 Full which can be obtained from Microsoft at
http://www.microsoft.com/emis/download/details.aspx?id=30653

The application requires the following hardwaata minimum.
1 2.0 GHz Processor
1 1GB installed RAM
1 100 MB available disk space

1 Ethernet Card

YWhen installed on a 64 bit operating system, the application will run in a subsystem of Windows called
WOW64 (Windowsn-Windows 64 bit). WOW64 is included on all 64 bit versioiwiotiows and is
designed to make differences between the operating systems transparent to the user.

©2015 Arkansas Industrial Computing 2


http://www.microsoft.com/en-us/download/details.aspx?id=30653

Getting Started

Installing Universal Press Recorder v6

You will need Administrator rights to insthlhiversal Press Recorder.v6

Make sure you havthe latest version of outniversal Press Recorder 86tup program.Contactour
support team for assistance. To instafliversal Press Recorder, vén the setup program and follow
the on screen prompts agescribed below:

' Open File - Security Warning M

We can't verify who created this file. Are you sure you want to
run this file?

ﬁﬁ! Name: ...corder\UniversalPressRecorder_6_3_0_23_x86.msi
Type: Windows Installer Package
From: Z:\WSMS6\Universal Press Recorder\UniversalPre...

Can ) o)

i "‘~] This file is in a location outside your local network. Files from
@/ locations you don't recognize can ham your PC. Only run this file i
you trust the location. What s the risk?

Click Next ta@ontinue

- —
%) Universal Press Recorder Setup w

Welcome to the Universal Press Recorder
Setup Wizard

The Setup Wizard will install Universal Press Recorder on
your computer. Click Next to continue or Cancel to exit the
Setup Wizard.

-
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Accept the license agreemeand click Next

- —
ﬁ] Universal Press Recorder Setup w

- p—
End-User License Agreement ' 3
Please read the following license agreement carefully 3 ﬁ
e—
WHEEL SHOP MANGEMENT SUITE END USER 4
LICENCSE AGREEMENT L4

IMPORTANT NOTICE: Read Before Installing or Using Software

The following software products offered to you directly by Arkansas
Industrial Computing (FAIC”) of 6100 Getty Drive, Suite N, North Little
Rock, AR 72117 (voice 501-834-9540) is offered only for use in
accordance with the terms and conditions of the WSMS End User
License Agreement below.

[¥]1 accept the terms in the License Agreement

[ Print ] [ Back ][ Next ] [ Cancel ]

A — -

Select the location where you would like to institlop Manager andick Next.

- . -
ﬁ Universal Press Recorder Setup @_lﬂ
- —
Destination Folder [
Click Next to install to the default folder or dick Change to choose another. 3 pr

Install Universal Press Recorder to:

IC:\Drogram Files (x86)\AIC Rail\Universal Press Recorder\

[ Back ][ Next ] [ Cancel
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Click Install to being the installation.

>
}@ Universal Press Recorder Setup

Ready to install Universal Press Recorder

Click Install to begin the installation. Click Back to review or change any of your
installation settings. Click Cancel to exit the wizard.

[ Back ][ Install ] [ Cancel ]

4

A —

You may be asked to allow the setpmgram to instalUniversal Press Recorder @6 your computer.
Select Yedlait for the program to install and then Select Next.

- .
j{i‘j Universal Press Recorder Setup

—

Installing Universal Press Recorder

Please wait while the Setup Wizard installs Universal Press Recorder.

Status:

m
[t

Next Cancel
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When the installation has completed, click Finish to close the setup application.

7 = =T
ﬁ Universal Press Recorder Setup | = l e Iﬂ

Completed the Universal Press Recorder
Setup Wizard

Click the Finish button to exit the Setup Wizard.

o

ack Finish Cancel
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Initial Setup

Once you have insliad Universal Press Recorderyw@u can double click the desktop shortcut to start
the application.

Database Connection Settings
Universal Press Recorder nggjuires access to an instance of Mé&SMSlatabase which can be installed

on the same computer or any computer with network access and the required permis3ibadirst
time you runLooseAxle Inspectioryou will be prompted to enter your database connection sefiin

Click OK to display the Connection Settings dialog.

This appears to be the first time you have run this application.
Please configure your connection information before you begin.

In the Connection Settings dialodick Configure.

rE Connection Settings 3 B u1

Database

Source:

I Marme:
Machine Settings
Shop Mame: [ vl
Machine Mame: [ 'l
Save ] [ Cancel l
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Enter the connection settings for the server where WW&MSJatabase is located. If you are unsure
contact your IT Departmerr our support team

Click Test Connection to verify your settings.

Click OK when you are finished.

Server Name

[MN37643\WSA v|  Refresh |
|
—Log on to the server

" Use Windows Authentication
¢ Use SQL Server Authentication

User Name: |wsmslogin

Password: |ooooooo

[V Save my password

—Connect to 3 database
(¢ Select or enter a database name

[wsmse |

Logical Name
I [l

| Test Connection |
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Click the Shop Name drop down to select the location for which you want to configure this installation.
WSMSansuppoll YdzZf GALIX S f20FGA2ya 2NJ WaK2LlaQ K2aldSR Ay
settings to your location you must provide this information.

Ensure you add the Shop Name and Machine Names in the Shop Manager Application first so the drop
down arrowswill show the options that are available from the database.

~

r .-
M Connection Settings EY

Database

Solrce Pv'“\"?)?:',?!'\.'n'\d’s“:\

WSMS

(a2}

Configure

Machine Settings

Shop Name ‘ Metro North - Harmon Shop \ |
Machine Name ‘YSOUth Press 4 l
Save I | Cancel I

.

Click Save.
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Startup and Log On

Select the UPR icon from the desktop. On startup the application runs a series of checks to ensure the
application is ready for recording charEach useis given a unique user name and password for the
WSMS system for authentication and accountability. You must provide your user name and password
each timeUniversal Press Recorder starts before you can begin. Your log on also determines what
functions you have permissions to perform. If you do not have this information, contact your manager
or a system administrator.

Universal Press Recorderssoz A component of the Wheel Shop Management Suite™

Screen Resolution
Database Connection
Data Acquisition

Scanners

Name: d ‘
Password:
‘ Log On I l Cancel
i 2 3 4 5 6 7 8 9 0 = Backspace
—
Tab q w e r t y u i o p [ 1 \
Caps Lock a s d f g h j k 1 3 i Enter
Shift z b3 < v b n m i3 5 / Shift
Ctrl Alt Alt Ctrl

12:02 PM
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Main Screen
Once you have logged in the Main Screen will be displayed below.

Universal Press Recorder 3oz A component of the Wheel Shop Management Suite™
Production User
New
Log Off
+ Assembly ‘ 9

‘ ﬂ Change Password

p Find
Assembly
Help
-Cq— View Press Log ‘ . Get Support ‘

|~ View Demount 0]

1 e 1 About
Recent Assemblies Maintenance
Last Modified Configuration Typ RGeSt
10/1/2015 5:58 PM |FAIVELEY 2 Pc.
9/30/2015 4:52 PM |BL-14 LX  Machine setup
9/30/2015 4:49 PM |M-8 :

— Connection
9/30/2015 4:24 PM |M-6 — Settings
9/30/2015 4:21 PM |M-4
9/30/2015 4:20 PM |M-3A
9/30/2015 4:18 PM |M-2 —_
9/30/2015 11:48 AM|BL-14 List of recent assemblies.
9/30/2015 11:43 AM|BL-14 SelectarowantJNSaa daf 2
9/30/2015 11:40 AM|BL-14 continue working on that assembly.
f Load x Exit

12:03 PM

New Assembly opens the window where a new assembly can be created.

Find Assembly opens a search window for finding a specific assembly.

View Press Logshows a component list of what has been prakse

View Demount Log shows a component list of what has been demounted.

Logoffc logs off the current user and returns to the login screen.

Change Passworgallows the user to change their password.

Calibrate Sensorsopens the window for calibrating force and distance. The user must have permission
to access this window.

Machine Setu, opens the window for setting up thepplication. The user must have permission to
access this window.

Connection Settings opens he window for setting up the database connection. The user must have
permission to access this window.

EXxit¢ closes the application.
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New Assembly

Universal Press Recorder szo02: A component of the Wheel Shop Management Suite™
5.5 BEARING 12} BOMB WC-23.5 —
Properties
G.0:BEARING Traveler #
ACMU 1100 Housing SN
Gear Ratio
BL-14 Back-to-Back
Shim Size
BL-20
BOMB EE TEST BS
BOMB NJT Wheel 2, Wheel B
BOMB WC-23.5 - [ Axle " Bearing A || Bearing B || Disc A ” Disc B ” Wheel A " Wheel B ‘
AxIE —
BpmbEsl ) Select an Assembly Configtican and
Properties P ~ . A A = 4 “ A
BOMB-K-DE-HE Lateral UKSYy astsou 0KS
Facility Code
Bomb-NYAB/KNORR =
2 / Manufacture Timestamp Select a date
Bomb-Wabco Diameter
Length
BSI 2 Pc. Condition - |
FAIVELEY 2 Pc. | | Serial/Heat #
AAR Type
FL-9 Grade
Body Design
FL-9 ABB-AC
FL-9(M)
GENESIS GE-AC
KNORR 1 Pc. A , ~ 4 oA
¢CKS a/ NBF 0S¢
LA, a new assembly that is
M- z selected from the list.
X  cancel [ ¥ create

i K- | SEECTCRR TR )

© =z |

{ONREf OGKNRBdAK GKS tAad 2F raaSyvyofasSa 2y GKS
to create the assembly to begin mounting components.
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Universal Press Recorder sz
BOMB WC-23.5

Bearing A 3) Record a chart or only save the dat

H Record Chart

A component of the Wheel Shop Management Suite™

Record Without Chart

Mool D Dicc A

— 7 Disc B
Wheel A \ L
1) Select a component.

I,al Print

Assembly
Configuration [BOMB WC-23.5 -
Cid

Wip Id

Traveler # 123

Housing SN 0101

Gear Ratio 1:8

Back-to-Back

Facility Code [

Manufacture Timestamp Select a date

Serial #

Condition [

-

2) Enter data.

Shim Size
Return to Main Menu,
load a different assemblgr
create a new assembly
=  Main Menu ‘ ‘ # Load Assembly ’ } 4+  New Assembly
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Mounting Chart

Current force and
distance readings.
tKSaS oGAff
the values are not
ready for mounting.

/— Minimum and
Maximum Force Lines /

Enter component data

/ Status Bar

/— Abort and return to
previous screen.

Controller Settings and Controller Resulidisplays the valueBom the PLC

Force Index the index value used in the PLC for the force sensor fordéleeted component.

Distance Index the index value used in the PLC for the distance sensor for the selected component.
Ram Index; the index value used in the PLC for the Ram cylifatahe selected component

Spike Control EnabledTrue = PLC contrad$opping the ram, False = manual control for stopping the
ram.
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